






Step 2: Clean the Disinfection Unit

Step 2a: Grasp the lamp assembly at the top. Do not pull on the cord! Pull 
the lamp assembly out of the disinfection unit housing.

Step 2b: Support the disinfection unit housing on the edge of the basin, and 
hose out any debris through the outlet and the bottom drain hole.
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Step 2c: Holding the lamp assembly over the basin, gently hose it off. 
Wipe off any debris, if necessary. To remove stains or coating from the 
clear sheath around the bulb, rub gently with a soft sponge and detergent. 
Remove stubborn stains with isopropyl alcohol on a sponge.

Step 3: Replace the Lamp in the Lamp Assembly

Step 3a: Loosen the lock nut on the cord grip.

Step 3b: Loosen the cord grip.

Step 3c: Carefully remove the bulb from the lamp assembly by pulling it 
straight out.

IMPORTANT: Avoid touching the glass surface of the bulb, as oils from your 
fngers can damage the glass.

Step 3d: Disconnect the plug from the bulb.

Step 3e: Continue to remove the bulb by sliding it out.

Step 3f: Connect the plug to a new bulb.

Step 3g: Insert a new bulb by sliding it straight into the lamp assembly.

Step 3h: Screw the watertight handle back onto the lamp assembly unit until 
it is hand-tight.

Note: You must properly dispose of the old bulb at a recycling center, as it 
contains mercury.

Step 4: Replace the Disinfection Unit

Step 4a: Replace the drain plug in the bottom of the housing.
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Step 4b: Push the lamp assembly back into the disinfection unit housing. 

Step 4c: Lower the disinfection unit housing back into the basin and slide it 
into the quick-disconnect fitting. Coil the cable neatly and secure it to the 
splice box using the hook-and-loop strip.

Step 4d: In the control panel, turn on the circuit breaker marked UV.
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